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For the Studio. For the Home. For the Music.

DV2i INTEGRATED CONVERTER

The Pinnacle of Digital-to-Analog Conversion
The EMM Labs DV2i represents an evolutionary leap in the realm of 
digital-to-analog conversion. Like our Aagship DA2i, the DV2i is a 16xDSD 
(DSD1024) converter and stands as a testament to our relentless pursuit of 
perfection, crafted to rede,ne the boundaries of your listening experience. 
With unparalleled sonic clarity, the DV2i offers an immersive sound-stage 
that transports you to the heart of the original recording.

Revolutionary Discrete DACs
At the core of the DV2i lies EMM Labs’ proprietary Dual Differential DACs, 
complemented by a newly designed Class A analog output stage. 
These meticulously engineered, in-house DACs capture every nuance, 
dynamic shift, and spatial detail, ensuring that your audio is reproduced with 
the precision and integrity of the original performance.

Uncompromising Volume Control with VControl™
Our next-generation VControl™ system ensures the highest ,delity at any 
volume. It maintains the integrity of the input signal without re-quantization, 
offering a wide attenuation range with complete transparency and no loss of 
resolution.

State-of-the-Art Integrated Network Streaming
The DV2i is equipped with an advanced network streaming system, 
featuring an isolated power supply dedicated to preserving the purity of your 
audio. Supporting high-resolution formats such as DSD, 2xDSD, DXD, and 
MQA®, the DV2i seamlessly integrates with streaming platforms including 
Roon, Spotify Connect, Tidal Connect, Qobuz, Deezer, and V-Tuner. 
With just one click, a world of music is at your ,ngertips.

Unrivaled DSP and Jitter-Free Performance
Our next-generation MDAT2™ DSP works in harmony with the 16x DSD 
DACs, processing audio in real-time to deliver unmatched quality. The DV2i 
also incorporates our enhanced frequency acquisition protocol (MFAST™) 
and the cutting-edge EMM Labs asynchronous clock (MCLK3™), reducing 
jitter to industry-defying levels.

Advanced Input and Power Isolation
The DV2i’s digital input system features enhanced isolation for USB and 
network interfaces, safeguarding your signal from external noise and 
interference. This ensures that your audio remains pristine, untouched by 
external factors.

Proprietary Power Supply System
EMM Labs’ latest proprietary switch-mode power supply powers the DV2i, 
delivering exceptional stability and precision. Each component within the 
system operates at its peak performance, ensuring a superior listening 
experience.

Elevate Your Audio Experience
The DV2i is more than just a digital-to-analog converter; it’s a statement of 
audio excellence. Designed, tested, and meticulously crafted in Canada, the 
DV2i is built to set new benchmarks in high-,delity audio, elevating your 
system to unparalleled heights.

KEY FEATURES:

•  Next generation 16xDSD proprietary discrete dual differential D-to-A

    converters (MDAC2™)

• Latest generation Meitner Digital Audio Translator signal processing

    technology (MDAT2™)

•  Next generation VControl™ volume system with High/Low output

    gain control

•  MFAST™ for ultra-low jitter performance

•  Latest MCLK3™ asynchronous clocking system

•  Integrated network streamer with support for Roon, Spotify Connect,

    Tidal Connect, Qobuz, Deezer, V-Tuner, and DLNA/UPnP 

•  USB audio and network interfaces with custom power and hardware

    galvanic isolation

•  2xDSD, DXD & MQA® via USB audio and network 

•  Up to 24bit/192kHz & DSD support over all inputs

•  User controlled signal polarity

•  Exclusive aerospace-grade ceramic circuit boards

•  EMM Optilink for CD/SACD transport connection

•  Precision-machined aluminum chassis and remote

•  RS-232 serial port for future software upgrades

Power Supply:
Next generation proprietary high-isolation resonant mode power supply 
for silent and eco-friendly operation
Factory set to 100V or 115V or 230V, 50/60Hz
Maximum 30W consumption

    Digital inputs: EMM Optilink (CD/SACD), AES/EBU,
             COAX, TOSLINK, USB audio & Network

    Stereo analog outputs: XLR & RCA
    Output impedance:         
 300 ohms balanced (XLR)
 150 ohms unbalanced (RCA)
    Output levels (High/Low): 
         XLR outputs: 7.0/4.0V (+19.1/14.3dBu)
         RCA outputs: 3.5/2.0V (+13.1/8.3dBu)
    Finish: Available in silver chassis with black insert or all-black
 high-grade machined and anodized aluminum 
 metalwork

    Dimensions (WxDxH): 438 x 400 x 161mm
    Weight: 16kg
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For the Studio. For the Home. For the Music.

MTRX2 V2 MONO AMPLIFIERS

Introducing the MTRX2 V2: A Masterpiece of Precision and 
Passion. Unlock the pinnacle of audio excellence with EMM 
Labs' latest innovation, the re-imagined MTRX2 V2. 
These 1000W Class A/B solid-state mono ampliEers are 
meticulously crafted to deliver an unparalleled auditory 
experience, setting a new standard in high-end audio 
ampliEcation technology.

At the heart of the MTRX2 V2 lies a fusion of expertise and 
innovation, meticulously curated by Ed himself. With the 
introduction of the high-current Meitner Power Driver, 
these ampliEers effortlessly navigate even the most 
demanding speaker loads. They deliver high power while 
maintaining low distortion and wide bandwidth, ensuring 
pristine audio quality. Redesigned proprietary power systems 
ensure unwavering performance and reliability, promising an 
immersive listening journey like no other.

The MTRX2 V2 boasts an impressive array of features:
• Proprietary fully discrete circuit topologies
• Latest generation proprietary power system for enhanced
   performance
• Aerospace-grade ceramic PCB boards for superior durability
• Fully balanced audio paths throughout, guaranteeing
   optimal signal integrity
• Capability to deliver massive transient currents
   instantaneously
• Ability to tackle complex loads down to 1L with ease
• Internally wired with Kimber Kable, ensuring premium
   connectivity

The MTRX2 V2 is equipped with real-time protection 
mechanisms. Even during the most intense listening sessions, 
users can rest assured that their speakers and ampliEers are 
safeguarded, providing peace of mind.

Crafted, manufactured, and meticulously built in Canada 
with an unwavering commitment to quality, the MTRX2 V2 
mono ampliEers redeEne the boundaries of audio 
reproduction. For discerning enthusiasts who demand 
nothing short of perfection, the MTRX2 V2 stands as the 
ultimate expression of uncompromising audio excellence.

MTRX2 V2 SPECIFICATIONS:
Power/Channel into 4L: 
1.3kW Dynamic (RS-490 EIA)
1kW RMS Continuous (standard 120/230V line voltage)   

Voltage Gain: 30dB
Frequency Response: 0.1Hz - 200kHz (Full Rated Power)
Signal to Noise: Greater than 120dB (A Weighted)
THD+N: Less than 0.015% (20Hz-20kHz, Full Rated Power)
IMD: Less than 0.015% (20Hz-20kHz, Full Rated Power)

Slew Rate: Greater than 100V/uS
Damping Factor: Greater than 200

Inputs:
1 Balanced (XLR)
1 Un-balanced (RCA)

Input impedance: 
100kL Balanced (XLR) 
47kL Un-balanced (RCA)

Outputs: 2 sets of Furutech Binding Posts

Power and Accessories:
100/115/240V, 50/60Hz (Factory Set)
30A 250V 3-pin, IP44, IEC60309 type power inlet
System: RS-232 Communication Port
Custom Kimber Kable 30A Power Cable
Custom EMM Labs Flight Case

    Finish: Available in silver chassis with black insert or
    all-black high-grade machined and anodized
 aluminum metalwork

    Dimensions (WxDxH): 544 x 584 x 297mm
    Weight: 82kg
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For the Studio. For the Home. For the Music.

DA2i STEREO D/A CONVERTER

The Pinnacle of Digital-to-Analog Conversion
The EMM Labs DA2i represents an evolutionary leap in the realm of 
digital-to-analog conversion. As our 6agship 16xDSD (DSD1024) 
converter, it stands as a testament to our relentless pursuit of perfection, 
crafted to redexne the boundaries of your listening experience. 
With unparalleled sonic clarity, the DA2i offers an immersive sound-stage 
that transports you to the heart of the original recording.

Revolutionary Discrete DACs
At the core of the DA2i lies EMM Labs’ proprietary Dual Differential 
DACs, complemented by a newly designed Class A analog output stage. 
These meticulously engineered, in-house DACs capture every nuance, 
dynamic shift, and spatial detail, ensuring that your audio is reproduced 
with the precision and integrity of the original performance.

State-of-the-Art Integrated Network Streaming
The DA2i is equipped with an advanced network streaming system, 
featuring an isolated power supply dedicated to preserving the purity of 
your audio. Supporting high-resolution formats such as DSD, 2xDSD, 
DXD, and MQA®, the DA2i seamlessly integrates with streaming 
platforms including Roon, Spotify Connect, Tidal Connect, Qobuz, 
Deezer, and V-Tuner. With just one click, a world of music is at your 
xngertips.

Unrivaled DSP and Jitter-Free Performance
Our next-generation MDAT2™ DSP works in harmony with the 
16xDSD DACs, processing audio in real-time to deliver unmatched 
quality. The DA2i also incorporates our enhanced frequency acquisition 
protocol (MFAST™) and the cutting-edge EMM Labs asynchronous clock 
(MCLK3™), reducing jitter to industry-defying levels.

Advanced Input and Power Isolation
The DA2i’s digital input system features enhanced isolation for USB and 
network interfaces, safeguarding your signal from external noise and 
interference. This ensures that your audio remains pristine, untouched by 
external factors.

Proprietary Power Supply System
EMM Labs’ latest proprietary switch-mode power supply powers the 
DA2i, delivering exceptional stability and precision. Each component 
within the system operates at its peak performance, ensuring a superior 
listening experience.

Elevate Your Audio Experience
The DA2i is more than just a digital-to-analog converter; it’s a statement 
of audio excellence. Designed, tested, and meticulously crafted in 
Canada, the DA2i is built to set new benchmarks in high-xdelity audio, 
elevating your system to unparalleled heights.

KEY FEATURES:

• Next generation 16xDSD proprietary discrete dual differential D-to-A

    converters (MDAC2™)

• Latest generation Meitner Digital Audio Translator signal processing

    technology (MDAT2™)

• MFAST™ for ultra-low jitter performance

• Latest MCLK3™ asynchronous clocking system

• Integrated network streamer with support for Roon, Spotify Connect,

    Tidal Connect, Qobuz, Deezer, V-Tuner, and DLNA/UPnP  

• USB audio and network interfaces with custom power and hardware

    galvanic isolation

• 2xDSD, DXD & MQA® via USB audio and network

• Up to 24bit/192kHz & DSD support over all inputs

• High/Low output gain control and signal polarity

• Exclusive aerospace-grade ceramic circuit boards

• EMM Optilink for CD/SACD transport connection

• Precision-machined aluminum chassis and remote

• Service USB port for future software upgrades

• RS-232 serial port for future software upgrades

Power Supply:
Next generation proprietary high-isolation resonant mode power supply 
for silent and eco-friendly operation
Factory set to 100V or 115V or 230V, 50/60Hz
Maximum 30W consumption

    Digital inputs: EMM Optilink (CD/SACD), AES/EBU,
             COAX, TOSLINK, USB audio & Network

    Stereo analog outputs: XLR & RCA
    Output impedance:         
 300 ohms balanced (XLR)
 150 ohms unbalanced (RCA)
    Output levels (High/Low): 
         XLR outputs: 7.0/4.0V (+19.1/14.3dBu)
         RCA outputs: 3.5/2.0V (+13.1/8.3dBu)
    Finish: Available in silver chassis with black insert or all-black
 high-grade machined and anodized aluminum 
 metalwork

    Dimensions (WxDxH): 438 x 400 x 161mm
    Weight: 16kg




